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Model AWSS-100M AWSS-210M

Testing Flux 8100L/Hr 17000 L/Hr

Suggested Flux 5000 L/Hr 10500 L/Hr

Recover Rate 25-30% 25-30%

Power 380V/50Hz 380V/50Hz

Total Power 46kw 92kw

Inlet TDS <45000ppm <45000ppm

Outlet TDS <600ppm <600ppm

Design Pressure 1000PSI 1000PSI

Operating Temperature 5-45 C 5-45 C

Inlet Residual Chlorine <0.1ppm <0.1ppm

Inlet SDI <5 <5

Inlet Water Turbidity <1 <1

Inlet Water pH Neutral Neutral

Machine Net Size 6.20L x2.50W x 2.60H 12.20L x2.50W x 2.60H

Machine Net 5,500 Kgs 9,800 Kgs

Price Offer 10,000,000 THB 20,000,000 THB

TECHNICAL PARAMETER

NOTE:
The system is based on the below testing conditions: 32000ppm NaCl, 800psi (5.5MPa),
77 F degree(25 C degree), pH is 8, less than relevant recovery rate (variation range no more
than -15%).

Base on the below reasons: different seawater quality in every place, bad seawater quality,
complicated seawater composition, bad equipment usage environment, we suggest customer
to use “suggested flux”, which can protect the equipment service life.
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Advantages and Characteristics

1. Auto operating by pressing one key, auto ushing, easy and
convenient to operate.

2. Emergency stop button, press it under emergency
conditions, it will cut off all power immediately.

3. Fully polished stainless steel frame, Safe and fastness,
modern design, small size, high integration, with universal
wheels and adjusting legs, easy to move.

4. Matched most piping accessories, can directly use after
connection with water and power.

5. Suitable for wide range power supply, can be co nnected with
common household AC power, gasoline/diesel generator,
also can be connected with solar and wind etc.
environmental energy.

6. USA imported DOW brand seawater desalination RO
membrane, the highest salt removing rate can reach up to
99.7%, which ca n remove salt, organi cs, bacteria,
microorganism etc. The output water meets the drinking
water standards.

7. USA imported famous brand UV sterilizer, wave length
254nm, Sterilization for the production water and guarantee
the water quality

8. High quality SS316 L high pressure pump, low failure rate,
running more stable, anti -corrosion

9. All high pressure metal parts adopt SS316 material, bearing
7MPA pressure, safe and anticorrosion



M O V A B L E
S E A W A T E R
D E S A L I N A T I O N  S Y S T E M

A W S S  M O V A B L E  S E A W A T E R  D E S A L I N A T I O N
S Y S T E M  C A N  B E  U S E D  F O R  S H I P S ,  F I S H I N G
B O A T S ,  Y A C H T S ,  M A R I N E ,  N A V Y  D R I N K I N G
W A T E R  U S E .

A W S S  M O V A B L E  S E A W A T E R  D E S A L I N A T I O N
S Y S T E M  C A N  B E  U S E D  F O R  I S L A N D  F A M I LY,
I S L A N D  R E S T A U R A N T,  S E A S I D E  V I L L A ,
R E S O R T  D R I N K I N G  W A T E R  U S E .

A W S S  M O V A B L E  S E A W A T E R  D E S A L I N A T I O N
S Y S T E M  C A N  B E  U S E D  F O R  S A LT Y  A L K A L I
L A K E  D R I N K I N G  W A T E R  U S E ,  D E S E R T
U N D E R G R O U N D  W A T E R ,  O F F S H O R E
O P E R A T I O N  P L A T F O R M  A N D  F L O A T I N G
H O U S E .
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S Y S T E M  A P P L I C A T I O N
R A N G E



ALL THE DATA PROVIDED IN THIS BROCHURE ARE TESTED AND EFFECTIVE;

AS WE CANNOT CONTROL THE ACTUAL CONDITIONS OF THE USER, SO THE RELEVANT DATA IN THIS BROCHURE
DOES NOT COVER ALL THE CONDITIONS. FOR FURTHER R&D AND TECHNOLOGY UPDATE, AWSS KEEPS THE RIGHTS
TO ADD CONTENT, DELETE, REVISE AND WITHOUT PRIOR NOTICE.

+66 2068 8946

INFO@AWSS.CO.TH

WWW.AWSS.CO.TH

ASIA WATER SYSTEM SOLUTION COMPANY LIMITED
343/314-315 KLONGLAMCHEAK ROAD, NAUNCHAN,
BUENGKUM, BANGKOK 10230 THAILAND.


